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Abstract— We propose an interface approach with commercial
network to construct heterogeneous access network to
experiment mobility control mechanism. The approach newly
introduces PoA proxy to emulate MIH protocol and includes
information flow for location and handover management.
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I. INTRODUCTION

Recently, smart devices featured by performance,
portability, networking, and convenient UX are fascinating
people. Differently from portable MP3Ps or game consoles,
they have the advantage of providing various network-based
services. Subscribers access Internet via WiFi networks. If
getting out of WiFi coverage, WiBro and HSPA technologies
are available. In order to connect to heterogeneous access
networks, we need multimode mobile nodes, which raise the
cost of production. Therefore, ISPs provide subscribers with
wireless dongles.

The requirement to retain connection will increase as
people more frequently utilize smart devices to connect to
Internet. Here, the inexpensive cost and better bandwidth are
important. This means the necessity of the handover
technology among heterogeneous access networks. Even if
putting web browsing aside, services like VoD and live
broadcasting require QoS guaranteed handover technology
among heterogeneous access networks[1]-[9].

It is not easy to validate the newly proposed mobility
management technology to achieve its feasibility. Many
mobility management protocols have been proposed as well as
various access technologies such as WiBro, 4G, etc. However,
high cost makes access network construction difficult.
Therefore, it is important to construct heterogeneous access
network test-bed by interfacing with commercial networks.

II. AIMS SYSTEM

A. Purpose of AIMS system

The purpose of AIMS system is to support seamless
mobility for a mobile node among heterogeneous access
networks in the BcN environments, which is based on an all-IP
core network. To accomplish that purpose, features in a
technology and structure standpoint are as follows[10]-[13].
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* Supports for two separated transport plane: data transport
plane and control transport plane

* Support for the data delivery through the optimal route and
a distribution scheme of a tunneling overhead

* Support for the fast location registration and handover
control through the L2/L3 interworking for handover
control optimization

* Support for a fast delivery mechanism for mobility control
signals in an core network

* Support for the network selection control based on user
preference and network policy

* Supports for the separation of functions of location
management and handover control

* Supports for an hierarchical scheme for a mobility control

* Supports for L2/L3 integrated interface supporting various
access technologies

B. Functions of AIMS

The AIMS system is constructed with four functional
entities: Mobility Information Control Server (MICS),
Handover Control Agent (HCA), PoA, and MN.

* MICS (Mobility Information Control Server)

The MICS is typically located in the core network and
manages the binding information of a MN’s L2 identifiers
(IDs), HoA and CoA. When a MN performs a handover
between different ANs, MICS updates the binding
information and controls the IP-in-IP tunnels among HCAs
to adjust the data delivery path to the MN’s new location.
The MICS periodically collects the status information of
each AN and then supports a MN’s network selection
procedure based on the information when the MN is
located in an overlapped area of different ANs. The MIH
Information service is employed to gather the information
and to recommend a target PoA of the MN’s handover.

HCA(Handover Control Agent)

The HCA is located at a gateway router connecting the core
network and each AN. When it detects a MN’s L3
handover, a HCA (at the target AN of handover) allocates
the MN’s CoA and informs MICS of the MN’s CoA and
L2 ID. In addition, the HCA performs a location query
procedure with MICS to deliver packets to a CN. After the
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location query procedure, the HCA knows the CN’s CoA
and establishes an IP tunnel with the HCA at CN-side.

* PoA(Point of Attachment)

After MN’s association with a PoA, the PoA immediately
provides an upper HCA with a trigger message, which
enables the HCA to detect the MN’s handover situation.
Another function of PoA is to support the Router
Advertisement (RA) caching and proxing operation. After a
MN performs a L3 handover, it should change its default
gateway to transmit packets in a new routing domain. This
change is generally initiated by a RA message periodically
broadcasted by access routers. In the AIMS system, a PoA
caches the RA message and delivers it immediately after a
MN attaches to the PoA. This can further save a latency
required for L3 handover control.

MN(Mobile Node)

The AIMS architecture requires little functional update to a
MN to control L3 mobility since it is designed as a
network-based MM scheme. However, to perform the
network selection procedure based on user preference and
service quality, some functions need to attached to a MN to
detect the current link status and search attachable PoAs.
For L2 handover control between different ANs, a MN has
to manipulate the actions of its various wireless interfaces.
Those functions can be implemented based on L2/L3
interactions using the MIH services.

C. Information flow of AIMS

To support mobility among heterogeneous access networks,
the initial location registration procedure and the location
update procedure of handover control are presented in this
section. The location management procedure of AIMS system
is based on the network-initiated scheme, in which a target
PoA initiates a layer 3 handover procedure. In this procedure,
network elements use MN’s layer 2 (MAC) ID as the key ID to
distinguish between MNs.

The location management procedure of AIMS system
consists of the procedure of allocating HoA(home address) to a
MN and registering MN’s initial location and binding
information to MICS, the procedure of selecting a PoA of
access network based on the users’ preference and a network
policy and performing layer 2 handover to target access
network, and the procedure of registering new location
information to MICS for an handover management among
heterogeneous access networks

1) Initial Location Registration procedure

Initial registration procedure for a MN is initiated by a
layer 2 (L2) connection procedure according to an access
technology. The AIMS system focus on the layer3-based
mobility control technology and the scheme utilizing L2 state
information, while a L2 connection scheme and handover
control procedure is not included in the AIMS system. To
deliver L2 information of many different types of access
networks to network layer (L3) as a unified format and support
appropriate L2 control for an L3 handover, the L2.5 standard
technology such as IEEE 802.21 MIH is applied to AIMS
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system. Fig. 1 shows the initial location registration procedure
of a MN in a AIMS system.

* The procedure is initiated by a MN when it requests a PoA
to establish a wireless link (L2 association request in Figure

).

* Then the PoA performs an authentication process with an
Authentication, Authorization and Accounting (AAA)
server to check whether a user (or MN) is permitted to
access the network. If the AAA server does not know all
the L2 IDs of the MN, the information can be updated
through the authentication process.

When a wireless link has been successfully established, the
PoA’s MIHF will immediately generate an event trigger,
called MIH Link Up, to notify the MN’s attachment.

The PoA extracts the MN’s L2 ID from the MIH_Link Up
trigger and then sends a Location Report message
containing the L2 ID to the upper HCA to initiate the
network-based L3 registration procedure.

Each PoA stores a copy of RA message which is
periodically delivered from the gateway router (i.e., HCA).
When a trigger indicating a MN’s attachment is generated,
a PoA immediately sends the cached RA message to the
MN. This enables a MN to know its default gateway router
with little latency after initial attachment or L2 handover.

When a HCA receives a Location Report message from a
PoA, it searches its own LBT and checks whether the MN’s
L2 ID is already recorded in the LBT. If an entry
containing the MN’s L2 ID exists, the HCA determines that
the MN has performed a L2 handover between two PoAs in
the same HCA domain. Otherwise, the HCA knows that the
MN has just attached to the network (initial registration
case) or has moved from another HCA domain (L3
handover case). Then the HCA creates a new binding entry
in its own LBT and records the MN’s L2 ID in the binding

entry.
Subsequently, the HCA sends a Location Registration
message to inform MICS of the MN’s initial attachment or

location change. This message contains the MN’s CoA (i.e.,
the IP address of HCA).

When the MICS receives a Location Registration message,
it checks if a binding entry for the MN already exists in its
GBT by searching the MN’s L2 ID contained in the
message. When the MN just attaches to the network, it is
obvious that the MICS has no GBT entry concerned to the
MN. Then the MICS creates a new binding entry in its
GBT and records the MN’s CoA (HCA1’s IP address) and
all L2 IDs.

A list of a MN’s L2 IDs may be obtained from a subscriber
management server (represented as AAA server) managing
the profiles of subscribers and their terminal devices.

After that, the MICS sends a Location Registration ACK
message to HCA, which a HoA value inside the message is
configured to NULL. This enables the HCA to perceive the
MN’s initial registration situation.
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* On receiving the acknowledge message, HCA allocates a * The first step for handover control is the network selection

HoA for the MN and records it into the LBT. The HoA can process to choose a target PoA for an imminent L2
be allocated from the HCA’s IP address pool or through handover. When the signal strength delivered from PoAl
Dynamic Host Configuration Protocol (DHCP) transaction. becomes lower than the predefined threshold value, the

MN’s MIHF generates an event trigger, MIH Link LGD,

* Finally, the HCA sends a HoA Update messages to the to notify the situation to upper layer protocols.

MICS and MN to notify the HoA, respectively.
Subsequently, the MICS writes the HoA into a GBT entry

On receiving this trigger, the MN invokes a MIH_ Scan

concerned with the MN and then replies to the HCA with a command to search currently reachable PoAs. The search
HoA Update ACK message. At the same time, the MN result is delivered from the MN to MICS using a Network
configures its IP address with the HoA and also responses Selection Query message.

to HCA with a HoA Update ACK message. This completes
the initial registration procedure of the MN.

The MICS is gathering each AN’s network status
information (e.g., available resources, channel error rate,

][] link cost, etc.) from the reports periodically offered by
e ok . am . PoAs. Based on the information, the MICS prioritizes the
21| e —— fcaton (' 2 10 sy reachable PoAs and provides the priority order to the MN
o I Lk up { using a Network Selection Response message.

Trigger ‘s _Location Report (L2 ID)

- H Location Registration .

4 Cached Router LBT Update & Information
Default GW ¢ Advertisement (CoA) (New Entry, L2 1D) ‘M (L2 ID, CoR) e
Configuration’, |

Then the MN chooses a target PoA for L2 handover in
consideration of the MICS’s recommendation and the pre-

GBT Update
(New Entry, L2 ID List, CoA)

[| e defined user preference. A L2 handover can be initiated by
5T Upime Gro | Locton Regtratin the MN with a MIH_HO_Commit command.
) HoA Update (L2 ID, HoA) , (HoA = NULL)
Contputon’, Hoh Update ACK AALEELDLIR g, e * The message flow after completion of a L2 handover is

HoA Update ACK ¢ (Hohy

quite similar with that of initial registration procedure.
However, to reduce the latency required for access

Figure 1. Information Flow in Initial Location Registration authentication, the MICS can be an authentication proxy
server to check whether the MN is permitted to access the

2) Handover Control procedure network.

The handover control for a MN is divided into two cases: ¢ In the handover control procedure, a L2 ID contained in the
handover control within a single access network and handover Location Registration message will be one of the MN’s L2
control among heterogeneous access networks. Handover IDs which MICS already obtained. Thus, the MICS can
control within a single access network is limited to L2 find an existing binding entry relevant to the MN from its
handover control according to access network technologies. If GBT. This enables the MICS to know that the MN is
there are multiple IP domains in a single access network, it is performing a L3 handover.

necessary to consider L3 handover control for a MN and L3
handover control for this access network needs to consider an
hierarchical network architecture to manage multiple IP
domains. In this documentation, AIMS system focuses on L3
handover control among heterogeneous access networks so that
it is considered an access network consists of only one IP
domain and is managed by one HCA. Fig. 2 illusg;ates the and HCA3’s IP address).

handover COPUOI procedure when a MN moves between Then HCA2 perceives the MN’s L3 handover situation and
HCAs’ domain. immediately establishes an IP tunnel destined to HCA3 to
deliver packets from the MN’s new location to the CN.

Then the MICS records the new CoA of MN (HCA2’s IP
address) into the relevant binding entry. A Location
Registration ACK message delivered from the MICS to
HCA2 contains the MN’s HoA (which is not NULL) and
tunneling information related to the MN (i.e., CN’s HoA

Data Packe!

— While handling the Location Registration message from
R Ty— | R HCA2, the MICS simultaneously searches its GBT to
ST | o soton Query et ok investigate all the IP tunnels affected by the MN’s
T handover (e.g., a tunnel between HCA1 and HCA3).
I [pore] Then MICS sends a Location Notification message to
L2 Asoioton_,| heres Mt entc HCA3 to adjust the relevant IP tunnel. Since this message
P o oaton g 1210 contains the MN’s new CoA (HCA2’s IP address), HCA3
| TGS | tcaton entcn updates the tunnel’s endpoint to be HCA2 instead of HCAL.
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ERTIV Armr— * Then HCA3 replies to MICS with a Location Notification
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o g p ata Packet * Finally, the MICS completes the handover control
| procedure by updating the tunnel information in GBT so
that an endpoint is changed from HCA1 to HCA2.
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l& Configuration
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LBT Update |
(HoA)  “a
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Figure 2. Information Flow in Location Update after Handover
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3) Initial Data Transmission procedure

Figure 3 depicts the data packet transport procedure between
two MNs (i.e., MN and CN in the figure) in the AIMS network.
It illustrates a situation that a CN residing in the HCA3’s
domain transmits packets to a MN in the HCA1’s domain.

* We assume the CN already knows the MN’s HoA. To send
the packets, the CN uses the HoA for a destination address
of the packets regardless of whether the destination node is
a mobile or not.

These packets are first delivered to HCA3 which is a
gateway router of the CN’s network. Then HCA3 checks if
there exists an IP tunnel coupled with those packets’
destination (i.e., MN’s HoA). In case that an existing IP
tunnel is found, HCA3 immediately encapsulates the
packets and sends them to HCA1 through the IP tunnel.
Otherwise, HCA3 temporally stores the packets in its
buffer and sends a Location Query message to the MICS to
know the MN’s CoA (i.e., HCA1’s IP address).

When the MICS receives the Location Query message, it
searches its own GBT to obtain a CoA bound to the MN’s
HoA. Then the MICS replies to HCA3 with a Location
Response message containing the HCA1’s address as the
MN’s CoA.

Simultaneously, the MICS sends a Location Notification
message to inform HCA1 of the need of a new IP tunnel
establishment between HCA1 and HCA3. This notification
message contains the CN’s HoA and CoA.

HCALI replies to MICS with a Location Notification ACK
message. Finally, the MICS records the new tunnel
information into its GBT to prepare further handovers of
the MN and CN in the future. This enables MICS to know
which HCAs should be notified to adjust their tunnels
relevant to a future handover situation.

With the procedure described above, HCA1 and HCA3 can
know each other’s IP address to establish a bi-directional IP
tunnel between them. The HoAs of MN and CN are also
exchanged by two HCAs to encapsulate the data packets
and forward them into the IP tunnel.

After establishment of the IP tunnel, HCA3 encapsulates
packets being temporally stored in its buffer and forwards
them through the IP tunnel.

Thereafter, HCA1 and HCA3 continuously
encapsulate/decapsulate the data packets exchanged by MN
and CN. The two HCAs also perform forwarding of the
decapsulated packets toward the destination node (i.e., MN
or CN) residing within their ANs.

On the other hand, when a MN residing in the HCA1’s
domain transmits packets to a CN in the HCA3, the HCALI
prepares an IP tunnel with the HCA3 through the location
query procedure and sends them to HCA3 through the IP
tunnel.
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Figure 3. Information Flow in Initial Data Transmission

4) Data Transmission procedure after Handover

* After a MN’s movement, a MN performs L2 association
procedure with new PoA to establish a wireless link. Then,
a PoA immediately sends to the MN the cached RA
message, which includes address information of HCA,
default gateway router in a new IP domain. A MN
configures the CoA of HCA as default gateway router and
starts sending data to a CN.

If the location registration procedure between the HCA1
and MICS after a MN’s handoff does not complete and the
HCAT1 receives MN’s data packets, the HCA1 temporally
stores the packets in its buffer until the location registration
procedure completes.

When the HCA1 receives the location registration ack
message from the MICS, the HCA1 performs a new IP
tunnel establishment with CNs” HCA. After establishment
of the IP tunnel, HCA1l encapsulates packets being
temporally stored in its buffer and forwards them through
the IP tunnel.

On the other hand, when a CN residing in the HCA2’s
domain transmits packets to a MN in the HCA1, the HCA2
prepares an IP tunnel with the HCA1 through the location
notification message. This message, which contains the
MN’s HoA and CoA, informs HCA2 of the need of a new
IP tunnel establishment between HCA1 and HCA2. After
establishment of the IP tunnel, HCA2 encapsulates packets
and forwards them through the IP tunnel.

[mN ] [ Poa | [Hea#1 | [ ics | [Hea#2| [N ]

L2 Association

Location Report

Location Report Ack.
Cached Router -
Advertisement Location Reg.

] Location Notif.
Data Packet | Buffereing

Location Reg. Ack. Location Notif. Ack.

1 I

| | |
{ (F
| | | Data Packet

Figure 4. Information Flow in Data transmission after MN’s handover
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L INTERFACING METHOD

A. Required functions
1) PoA Proxy
Located in the middle of mobile nodes and the existing

PoA, PoA proxy covers functions for mobility management.
PoA in mobility management detects connection of mobile

node to the PoA and caches network configuration information.

For mobility management support in PoA, PoA proxy captures
specific control packets transmitted between mobile nodes and
PoA without adding new functions to PoA. For this, we
assume wireless dongle is located between mobile nodes and
PoA. By treating a WiFi association request frame like a MIH
link up trigger, PoA proxy makes a decision about when it
starts location registration procedure. Similarly, PoA proxy
starts location binding information update procedure when it
captures DHCP packet with network configuration information
for mobile node. In AIMS and PMIP technologies focusing in
this paper, all interfaces of a mobile node share same HoA.
Therefore, location binding information maps HoA assigned by
AIMS to IP address assigned by ISP[14]-[16].

2) NAT Translation for Data Transmission

This function translates the HoA that AIMS assigns to
mobile terminal to IP address that the ISP assigns, and vice
versa. The translation is performed by referring location
binding information.

B. Interfacing procedure with Commercial network
1) Initial Location Registration procedure

Figure 5 depicts the information flow in initial location
registration. In this procedure, the PoA proxy starts location
registration of AIMS when it captures L2 association request
frame. Also, it performs location binding information update
when it captures a DHCP packet.

MN PoA Proxy PoA HCA MICS
|
{HCA  Handaver Control Agent
L2 Association|Request/Response {MICS _Mobity Information Control Server
Snaoping
’."
MIH_Link_Up 1 §
Trgger | Location Raport Location Regstration
Location Bndng |
DHCP procedure Qeagon\..
i [ Snaspng
4 |1IP & Defauk GW
™ Configuration - Location Binding finformation »| Locabon Bndng Update
1
i
Location Binding |
Information Update Y|

Figure 5. Modified Information Flow in Initial Location Registration

2) Location Update procedure after Handover

Figure 6 shows the modified information flow for data
transmission. The flow is similar to the one in the initial
location registration.

3) Data Transmission procedure

Figure 7 shows the information flow for data transmission.
In this procedure, the NAT translation for packets transmitted
between MN and CN happens at the HCA#1 at the ISP side.
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Figure 6. Modified Information Flow in Location Update after Handover

MN HCA#1 MICS HCA#2
Data Packet
e :
{MICS Mobity Information Control Server Bufferng

Location Regquest
Location Notification 4

Data Packet

Data Packet NAT Translation

Data Packet ]
hY

NAT Translation

Figure 7. Modified Information Flow in Data Transmission

IV.CONCLUSION

We propose an interface approach with commercial
network to construct heterogeneous access network to
experiment mobility control mechanism. The approach newly
introduces PoA proxy to emulate MIH protocol and includes
information flow for location management and handover
management. While we focus on the feasibility of the
proposed approach in the paper, we need to find its relevant
issues by experimenting detail procedures on the test-bed.
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