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Abstract— Fiber Raman amplifiers in ultra wideband
wavelength division multiplexing (UW-WDM) systems have
recently received much more attention because of their
greatly extended bandwidth and distributed amplification
with the installed fiber as gain medium. It has been shown
that the bandwidth of the amplifier can be further increased
and gain spectrum can be tailored by using pumping with
multiple wavelengths. In this paper, the distributed multi-
pumping Raman amplifier has been studied and analyzed by
testing two designed algorithms of amplifier to obtain the
gain of maximum flatness and bandwidth. Also we have
investigated the effects of many parameters on the gain and
bandwidth of Raman amplifier such as: pumping
wavelength, offset wavelength, the relative refractive index
difference and the number and location of the cascaded units
used in the amplifier model design. The gain is computed
over the spectral optical wavelengths (1.45pm < A signal <
1.65pm). The differential gain of each unit of the amplifier is
obtained according to the straight line-exponential model of
a small maximum constant gain of 7.4x10™"* m/W over an
optical wavelength interval of 16 nm.

Keywords— Distributed multi-pumping Raman amplifier
(DMRA), Raman gain, ultra wideband-wavelength division
multiplexing (UW-WDM).

I. INTRODUCTION

Optical amplifiers have played a critical role in
the telecommunication revolution that has
begun two decades ago. Raman amplification
has enabled a dramatic increase in the distance
and capacity of light wave systems [1]-[3].
There are mainly three reasons for the
interest in Raman amplifier. First is its
capability to provide distributed amplification,
second is the possibility to provide gain at any
wavelength by selecting appropriate pump
wavelengths, and the third is the fact that the
amplification bandwidth may be broadened
simply by adding more pump wavelengths. An
important feature of the Raman amplification
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process is that amplification is achievable at any
wavelength by choosing the pump wavelength
in accordance with the signal wavelength [4].

In the mid-nineties, high-power pump lasers
became available and in the years following,
several system experiments demonstrated the
benefits of distributed Raman amplification
including repeater-less undersea experiments,
high-capacity terrestrial as well as submarine
systems transmission experiments, shorter span
single-channel systems including 320 Gbit/s
pseudo linear transmissions, and in soliton
systems [4].

distributed Raman amplifiers improved noise
performance because of amplification at any
wavelength controlled simply by selecting the
appropriate  pump  wavelength, extended
bandwidth achieved by using multiple pumps
when compared to amplification using erbium-
doped fiber amplifiers (EDFAs), and finally
control of the spectral shape of the gain and the
noise figure, which may be adjusted by
combining and controlling the wavelength and
power among multiple pumps [4], [6].

Raman amplifiers pumped at multiple
wavelengths draw significant attention in high-
speed long-haul WDM transmission, for
example, because of their wideband flat-gain
profile (100nm with 12 channel-WDM pumping)
and superior signal-to-noise ratio (SNR)
performance. However, they require numbers of
high power pump lasers to achieve high-gain
and high bandwidth which makes it very
expensive at the initial deployment stage where
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the WDM bandwidth is not in full use. While
modular band-by-band and high upgrade like
EDFA-based WDM systems reduces system
introduction cost very much, in which either C
or L-band EDFAs can be added later when a
new bandwidth becomes needed. However, such
modular addition of amplifiers is not possible
for a DRA in which a transmission fiber is
shared as common-gain medium. Neglecting
nonlinear pump interaction or saturation WDM-
pumped Raman amplifier gain can be
approximated as the linear superposition of
Raman gains induced by each pump laser [7].

Currently, RFAs are the only silica-fiber
based technology that can extend the
amplification bandwidth to the S band while
providing  performance  and  reliability
comparable with those of EDFAs. However, the
noise figure remains high compared to that of
the C and L bands [8].

In this paper, the distributed multi-pumping
Raman amplifier has been studied and analysed
by using N cascaded Raman amplifier units, N
pumping signals are injected in a parallel
processing at different pumping powers and
wavelengths. The designed model of amplifier
is promised to have a gain of maximum flatness
and wider bandwidth. Also we have investigated
the effects of many parameters on the gain and

bandwidth of proposed Raman amplifier such as:

pumping wavelength, offset wavelength, the
refractive index difference and the number and
location of the cascaded units used in the
proposed amplifier. The gain is computed over
the spectral optical wavelengths: 1.45um < 4
signal < 1.65um. The differential gain of each
unit of the amplifier is obtained according to the
straight line-exponential model of a maximum
gain constant of 7.4x10™"* m/W over an optical
wavelength interval of 16 nm.

Computer simulations are carried out using
the Matlab software package.

II. MATHEMATICAL MODEL

Figure 1 shows an N-Raman amplifier in a
cascade form of special pumping powers Py,
Pi2, Pi3, Pu,..., Py and corresponding pumping
wavelengths A1, Ao, A3, Ardy e , AsN. The map
of 8-g or A —g 1is as shown in Figure 1, where 0
is the Raman shift and g is the Raman
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differential gain coefficient; both were cast
based on [9-13] as:

A —A
5=fxw",mn'l (1)
¥

The general equations representing the Raman
gain in the three regions are respectively [13].

g
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Figure 1. The gain, g, of multi-pump Raman amplifier versus
wavelength, L
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Where, "i" is the number of cascaded units, 4, is
Raman pumping wavelength and 4,>1.35um.
The symbol &, is the Raman shift that indicates
the position of each i" amplifier unit.

Gumdzd, 0z5d-0,=z440 (3)

— A iy 4 -1
s N X 10 ,em (4]
With 1 cm'1=30GHz[l 1], where 4,,; is the offset
wavelength and 4,; is the pumping wavelength
of ™ amplifier unit. These wavelengths are then
used to determine J, ; for following ™ unit.

With g

G108 » G254y (5)
Where, g,=74%107"¥ m/W is the
differential Raman gain constant (of pure SiO2
at A =1.34 um), and
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Al = ﬂ,g —21:16 nm
(Bandwidth of each unit is set to this fixed value)

“1:;-:1. 4
1— 0.&443,?1}( 167, pum ®)

By changing the position J,; the total
bandwidth and the flatness of the amplifier are
changed.
We are interested in obtaining a maximum gain
with a wider bandwidth by changing d,; or 4,.;.
In this paper, we use the two cases; Case A:
0,=0, (i.e. A,=4,) and Case B: ,>9, (i.e. 1,>4,).
Raman differential gain constant, g and the
effective core area, A are defined as [9]:

1+ 804
g=134x10"%xg, +,1— and
A= “1;““ (10)

1
Where 4 is the refractive index difference, n, is

the refractive index of the core, and n, is the
refractive index of the clad.

A= (WP +we),

— 11
- (11)
Eadd
v

And W=

(12)

Where, W, and W, are the mode field radii of
two light waves coupled with each other with
W=W,at A=A, and W=W,at A= 4, .

Neglecting the cross coupling among the
signal channels, one has the differential
equation governing the signal propagation for
N-channels Raman pumping [9]:

t=N F=N
Gy
'I":Iﬂﬁ'f ZZ_FE; g r E13:]
=1 =i
Where, 1=123,........ N, M is the number of

pumps, S; is signal power and Pyg;j is the 7™ unit
pumping power. Let the R.H.S of Eq.(13)
equals g;; , as:

s=.~.~.i—a\°f
=1 =1
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The total (overall) gain coefficient, g,; in m’
represents the total gain coefficient of the i"
signal due to the N-pumping cascaded units. It
is clear that g is a function of a set of variables
such as: signal wavelength; fiber core radius;
Raman wavelength; relative refractive index
difference; and Raman pumping power. The
overall gain, g,; can be written in the form:

(15)

(16)

And by Defining a total gain coefficient per
watt (m/w), @, as:

=K J=M

Sars
LT
2.0

(=1 f=1

“lg-t (17)

Then, we have three gain coefficients: gz:, &o:
and g, , are functions of the propagation
distance.

ITII.SIMULATION RESULTS AND DISCUSSIONS

The bandwidth for distributed multi-pumping
Raman amplifier is optimized. Optimal results
show that the amplifier bandwidth, A4,, can be
evidently broadened by means of increasing the
number of pumps and according to the position
of each amplifier. Also the flatness of the gain is
improved. In this paper, we are investigating a
distributed multi-pumping Raman amplifier in
two cases (A , =4, and 4 , # 4,) . The aim is to
obtain the gain of maximum flatness and wider
bandwidth. The models is analysed where six
Raman pumping of special pumping power and
pumping wavelengths are lunched in the
forward direction where each model is analysed
by two different way. Raman pumping optical
wavelengths and pumping powers are shown in
Table 1, where the sum of pumping powers is
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one watt. Gain coefficients; gz:, . and gy,
are displayed for each case (case A and B).

The optical amplifier and optical signals are
operated in a wavelength range from 1.45um to
1.65um, because it is an optimum range which
gives minimum losses.

Using the following equation and data, we

design a 6™ order Raman amplifier as shown in
table 1:

M= c ¥ 10% , um

0.04473, (18)

A1 —2,=0.096294798, and 4, — 4,=16 nm

TABLE 1. NUMBER OF AMPLIFIERS = 6
Ar Jo A 22 Pr(W)
1.4 1.432 | 1.528294799 | 1.544294799 0.20
1.42 1.452 | 1.548294799 | 1.564294799 | 0.15
1.44 1.472 | 1.568294799 | 1.584294799 | 0.15
1.467 | 1.499 | 1.595294799 | 1.611294799 | 0.20
1.48 1.512 | 1.608294799 | 1.624294799 | 0.15
1.5 1.52 | 1.616294799 | 1.632294799 | 0.15

A CaseA: A, #72,

In this case we put the pumping wavelengths of
the amplifier units not equal the offset
wavelengths. The design structure of the 6

order Raman amplifier is obtained as shown in
tablel.

1) Differential gain:

Figure 2 displays the differential Raman gain,
gz in m/w against wavelength /, at different
values of the relative refractive index
difference (4). If the relative index difference
increases, Raman gain will increase.
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Figure 2. Differential gain versus the wavelength 1 at different and
Ar# o
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We note that the peak value of differential gain,
is at 1.54um and it is of zero value at 1.65um.

In this case, the overall bandwidth, 44,= A, — Aj;
=110nm, where A;; =1.5um and A =1.61um.

Figure 3 depicts the relation between Raman
gain, g m/w and pumping wavelength. This
figure is plotted at different values of relative
index difference, where pumping wavelengths
for optical signals in range from 1.4 to 1.55 um,
this range is suitable for Raman amplifier to
avoid noise and losses. Therefore, any source
has pumping wavelength and pumping power
must be suitable for choice design to obtained
suitable gain and bandwidth.

55
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Figure 3. Raman gain variation with different values of

2) The gain coefficient per unit watt:
Figure 4 shows the gain coefficient/unit watt, g,
at different values of refractive index difference.
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Figure 4. The gain per unit watt at different values of

We note that the gain coefficient/unit watt,
increases and reaches its peak value at 1.54pum,
then, it decreases exponentially until it reaches
zero at 1.65um.

In this case, we obtained an overall
bandwidth, 4A; = Ay — A;7~110nm, where A
=1.5um and A, =1.61pm.
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3) The total gain coefficient:

Figure 5 displays the variation of the total gain

coefficient, #u against the wavelength. In this
case, a bandwidth of 110 nm is obtained.
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Figure 5. Variation of total gain coefficient with wavelength.

Similarly, we note that, the total gain is of a
peak value at 1.54 um, and approximately of
zero value at 1.65um. The gain is affected by
pumping powers, effective core area and
refractive index difference.

B. CaseB: i,.=2,

In this case we put the pumping wavelengths
equal to the offset wavelengths of the
corresponding units.

1) Differential gain:
Figure 6 displays the differential Raman gain,
gz In m/w against wavelength A, at different
values of the relative refractive index difference.
If the index difference increases, Raman gain
will increase.

13

4><1D
| |
3 —  a=08%
————————————— A=0.5%
T e 4=04%
E 25
52
5 15
g 1
0.5 7
P
0 : A
7.35 1.4 1.45 1.5 1.55 1.6 165 1.7

Wavelength, X, um

Figure 6. Differential gain versus the wavelength / at different and
Ar=2,

ISBN 978-89-968650-0-1 126

We note that Raman gain increases and reaches
to peak value at 1.54um, then, it decreases
exponentially until it reaches to zero at 1.65um.
Because of optical amplifiers and optical signals
are operated in range 1.45um to 1.65um.

In this case we obtained an overall bandwidth
AXy= A3 — A;~=120nm, where A;; =1.49um and Ay
=1.61pm.

2) The gain coefficient per unit watt:
Figure 7 shows the gain coefficient/unit watt, g,
at different values of refractive index difference.
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Figure 7. Gain coefficient per unit watt against wavelength.

We note that g, has a peak value at 1.54um, and
a zero value at 1.65um. In this case more than
one parameter control in the gain coefficient per
unit watt such as: core area, refractive index
difference, pumping wavelengths and pumping
powers. Therefore, these parameters must be
taken into considerations in the design process.

3) The total gain coefficient:

014
| | |

013
————————————— 4=05%
,,,,,,,,,,,,,,, 8=043% / \/\
0.1 /
0.08

By
&
[ \
s (Rt
0.08

0.04 *
/ ,’ A [} \
3 e et 1
0o e R

Total gain coefficient, I gi pi /A1, m™

0
135 14 145 15 155 16 165 17

Wavelength, A, um

Figure 8. Variation of total gain coefficient with wavelength.

Figure 8 displays the variation of the total gain
coefficient, g,; against the wavelength. In this
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case, a bandwidth of 120nm is obtained.
Similarly, we note that, the total gain coefficient
has a peak value of 1.54umand has a zero at
1.65um. It is clear that, If the pumping
wavelength increases the gain will increase, but
if the effective core area increases, the gain will
decrease.

TABLE 2. COMPARISON BETWEEN CASE A AND B

Zmax A% BW nm
3.6239 x 10-13 0.8
Case A 2.7179 x 10-13 0.6 110
Ar#Xho 1.8119 x 10-13 0.4
3.7553 x 10-13 0.8
Case B 2.8165 x 10-13 0.6 120
Ar=20 1.8776 x 10-13 0.4

From Table 2, we note that the maximum gain
of the amplifiers in case B is better than that in
case A also, the bandwidth in case B is wider
than that in case A.

IV.CONCLUSIONS

By using N cascaded Raman amplifier units, N
pumping signals are injected in a parallel
processing at different pumping powers and
wavelengths, we have obtained the following
simulation results:

1- The overall gain of Raman amplifier is
increased due to putting the pumping
wavelengths equal to the offset wavelengths
of the amplifier units.

2- If the pumping wavelength increases the
gain will increase, but if the effective core
area of increases, the gain will decrease.

3- We have obtained a bandwidth of about 110
nm and 120 nm at different value of the
relative refractive index difference for 6
cascaded units of optical Raman amplifiers.

4- The overall gain of the cascaded Raman
amplifier increases if the number of optical
amplifier units and/or the refractive index
difference increases.

5- The bandwidth and/or the flatness of the
gain depend on the position of the amplifier
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units corresponding to each other's and on
the number of amplifier units.
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